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TECHNOLOGIES INC.
HICKSVILLE, NEW YORK

 

LINEAR REGULATED POWER SUPPLY
PART NO: 80501001
MODEL NO: AP7798
INPUT: 120V AC 60 Hz
OUTPUT: 5VDC MIN
                @2A
                1S ON 60S OFF
I/P   LEADS   WHITE
                      BLACK
O/P  LEADS   RED  (+)
                      BLUE (-)
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Sensor Product Accessories
For ZEMS-IS and ZEMS Hardwire Sensor Flush Valves

P6000-BB

P6000-MJ

P6000-HW6

P6000-PC6

PEMS6000-CW-IS

ENGINEERING SPECIFICATION: Zurn P6000-BB AquaSense
Battery Backup - The battery backup module is designed to
supply power for up to 10 ZEMS - sensor flush valves in the
event of main power failure.  The battery backup is furnished
complete with battery pack, mounting plate for battery pack, low
battery indicator light, mounting plate for indicator light and
batteries (4 “D” cell alkaline batteries).

ENGINEERING SPECIFICATION: Zurn P6000-MJ - The Mini
Junction Box is a 4-1/4” [108mm] x 5” [127mm] x 1-3/4” [44mm]
electrical enclosure designed to connect up to ten Zurn sensor
unrinals/closets.  The unit includes a high impact plastic enclo-
sure with polarity marked terminal board, high impact plastic
cover panel, wall mounting tabs, integral strain relief, and illustra-
tive wiring diagram.

ENGINEERING SPECIFICATION: Zurn P6000-HW6 Hardwire
Power Converter - Hardwire power converter to power up to 10
Zurn sensor urinal/closet flush valves or up to 8 hardwired Zurn
sensor faucets.  The P6000-HW6 is mounted on a 4-11/16” x 4-
11/16” cover plate that mounts to a standard 4-11/16” x 4-11/16”
electrical box (supplied by others).

ENGINEERING SPECIFICATION: Z6000-PC6 Plug-In Power
Converter - Plug-in Power Converter is designed to provice
6VDC power for 1-10 Zurn 6VDC sensor flush valves.  Power
converter plugs into 120VAC outlet (supplied by others) located
convenient to flush valves.  Electrical characteristics: Input:
120VAC 60Hz 35w Output: 6VDC 1.5A

ENGINEERING SPECIFICATION: Zurn PEMS6000-CW-IS
Connecting Wire - Connecting wire for ZEMS-IS to connect
power to sensor operator.  Comes with molex connector and is
10’ in length.  Wire is 24 gage.


