
Features

  Trusted name in water control and fire prevention

  Full UL/FM line of painted and galvanized grooved 
fittings and couplings

 One-bolt coupling allows for faster installs

  Available in sizes 1-1/4 in. to 12 in.

  Angle pad couplings are standard

  All gaskets come pre-lubricated

  All fittings and couplings available  
in galvanized steel

  Factory is ISO9001:2015 certified

FIRE PROTECTION

Also Available in Galvanized 
Fittings and couplings available in galvanized steel

FP3
Caps

FP51
Grooved Reducers

FP56
Crosses

FP63
Mechanical Tees

FP8
Grooved Flanges

FP23
Couplings

FP52
Elbows

FP53
Tees

Now you can get a full line of painted 
grooved fittings and couplings from Zurn 
Wilkins, the brand you already trust for 
backflow prevention and fire valves. Available 
from a single source in sizes up to 12".

Find more information  
at zurn.com/grooved

Zurn Wilkins  
Couplings and Fittings
High Quality Fire Protection Products  
From the Brand You Trust



Offset closure  
for smooth 
reliable sealing

OFFSET

ASTM A536 65-45-12 
Ductile Iron

UL® Listed, C-UL® Listed, 
FM® Approved

Zurn Wilkins produces 
high quality products for 
the fire protection market

STRONG CERTIFIED

TRUSTED

Pre-lubricated, 
pressure responsive 
EPDM gaskets

Gasket tabs simplify 
installation for  
leak-free connections

Secures with  
one bolt for  
faster installation

CONVENIENT

LEAK-FREE

QUICK

Shown: FP23EZ1
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Get Quick, Leak-Free Installation with the  
Zurn Wilkins FP23EZ1 One-Bolt Coupling


