
• A total of 300 feet of 
Z884-HPP installed

• Trench drain collects run-off from
building toward planting bed

• Grate ADA compliant

• Multiple 3-inch bottom outlets 
tie into parallel trunk line

• Contractor chose Zurn trench
drain over specified due to 
ease of installation

Jamestown Visitor Center

James City County,Virginia

Case Study

Zurn Industries is a leader in innovative structural
composite channel drain systems with office and
warehouse facilities in Falconer, New York. 
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Z884-HPP Applications

Pools
Residential
Sidewalks
Patios
Walkways



Flo-Thru

• Approximately 160 feet of 
Z886-HD-HPD installed.

• Drain collected at a Z887 (6" x 20")
with pre-attached 12" outlet to 
connect to 12" diameter pipe.

• Drain laid out in octagon shape with
multiple pre-manufactured corners.

• Drain was set around a fountain in a
courtyard at the patient drop-off and
pickup area.

• Drain collects all flow from court yard.

• Drain required to be both H20 Rated
and ADA compliant.

• Drain installed in concrete and pavers
dry set against trench drain pour.

Saint Francis Medical Center

Chesterfield County,VA
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Z886-HD-HPD
Applications
Parking Lots
Highways
Airports
Pools
Wineries
Gas Stations
Industrial Parks
Airplane Hangars

Zurn Industries is a leader in innovative structural
composite channel drain systems, with office and
warehouse facilities in Falconer, New York. 

• Two runs of 400 feet.

• Located in mall parking lot.

• Sheet flow had to be intercepted
and moved through the storm
sewer system to BMP structures
before it would leave the site.

• Outlet size:
12 inch and 18 inch PVC.

• Z888 was preferred over the 
specified slotted drain due to:

Durability
Ductile iron top
Meets ADA code

• Installed by site contractor.

Short Pump Town Center Mall

Richmond,Virginia
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Z888-12-HPD
Z888-18-HPD
Z889-12-HPD
Applications
Sidewalks
Patios
ADA Ramps
Highways
Parking Lots/Decks

Zurn Industries is a leader in innovative structural
composite channel drain systems, with office and
warehouse facilities in Falconer, New York. 


